
Product description
 
The high speed HDMI Cable with Ethernet is an ultra-high performance HD cable. 

 

Features 
 
 �Optilab’s highest speed HDMI cable for the sharpest picture, deepest color, and smoothest videoߨ
  ;�Durable gold-plated internal connector shieldߨ
  ;�For those who demand the best in high definition home theater - now and in the futureߨ
 channel NTSC plus 60 digital channels loading plan �75ߨ
 ;�ltimate picture and sound from larger HDTVs, advanced projectors, and high definition AV sourcesߨ
Corrosion-resistant 24k gold contacts;  
 �Heavy-duty internal dual strain relief for long-lasting performance; High-density triple-layer shieldingߨ
for maximum rejection of RFI and EMI;  
 �Large gauge high-purity copper conductors with Precision-wound DoubleHelix construction andߨ
Nitrogen gas-injected dielectric for optimum signal strength.  
  ,�19PIN male TO 19PIN male, gold connectorߨ
.�Supports Resolutions up to 1080Pߨ

Applications 
.�Supervelocity data transmission, the transmission is quicker than 10 times USB 2.0ݱ

High Speed HDMI Cable 
 
This High Speed HDMI Cable With Ethernet is an ultra-high 
performance HD cable.
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Product Specification
Optical Specifications

Rated Temperature 80ºC
Rated Voltage 30 Volts 

Shielded Twisted Pairs (2P)Twisted pairs each individually and 
drain wire, AL-Mylar shielded

Conductor 30AWG or 28AWG stranded Tinned 
Copper

Drain Wire 30AWG or 28AWG stranded Tinned 
Copper

Unshield Twisted Pair and Single Wire (1P+2C)
Insulation Polyethylene(HD-PE)
Inner Shielded AL-Mylar 100%(min) coverage

Outer Shielded Copper AL-MG Braid (coverage:45%, 
65%,85%)

Jacket PVC 

Outside diameter 4.50-5.50mm (may decide according to 
the request.)
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